
 619.00±25.00
24.370±.984

 

35.0°
INTIAL

POSITION

17.0°
TRAVEL

 250.00
9.843

 

 169.93
6.690

 

DELPHI WEATHER PACK CONNECTOR
CONNECTOR: 1X 12010717
TERMINAL: 3X 12089040
WIRE SEAL: 3X 15324982 OR 15324985

PACKARD WEATHER PACK CONNECTOR
CONNECTOR: 1X 12015793

TERMINAL: 3X 12089188
WIRE SEAL: 3X 15324982 OR 15324985

 76.69
3.019

 

 221.21
8.709

 

A

 24.50
.965

 

2X 16.00
.630  24.50

.965
 

 61.00
2.402

 

2X 69.00
2.717

 89.00
3.504

 

 98.00
3.858

 

 50.80
2.000

 2X  10.00 0.394  THRU ALL

4X  9.00 0.354  THRU ALL

 64.00
2.520

 

DETAIL A
SCALE 1 : 1

 Vspan 

77% 2% (3.85 0.10V)

13% 2% (0.65 0.10V)
Vct+(.03*Vspan)

SENSOR ELECTRICAL OUTPUT
FIGURE 1

0%(0V)

100% (5.00v)

IDLE ACTIVE CLOSED

THROTTLE ACTIVE OPEN
IVS NC

0°
IDLE

17°
WOT

IVS NO

Vct+(.10*Vspan)

THROTTLE ACTIVE CLOSED

IDLE ACTIVE OPEN

LOGIC HIGH > 3.80 VDC

LOGIC LOW <0.80 VDC

SPECIFICATIONS:
1. GENERAL REQUIREMENTS 
- IN ACCORDANCE WITH SAE J1843 
- IN ACCORDANCE WITH FMVSS124 

2. ENVIRONMENTAL DATA
- PROTECTIONAL CLASS: IP66
- WORKING TEMPERATURE: -40ºC TO +85ºC 

3. ELECTRICAL DATA 
- INPUT VOLTAGE: 5.0V ±.1%
- MAXIMUM VOLTAGE: 16V
- MAXIMUM CURRENT: 10MA
- TOTAL RESISTANCE APS 1: 2.5KΩ ±15%
- INDEPENDANT LINEARITY: ±2%
- SYNCHRONICITY: 1.4%
- OUTPUT SIGNALS: SEE FIGURE 1 MEETS 
CUMMINS AEB 15.59

4. MECHANICAL DATA 
- MAXIMUM LOAD: 160±5 KGF

5. MATERIAL 
- PEDAL: BLACK NYLON 6/6 30% GLASS FILLED
- BOTTOM PLATE: ZINC PLATED STEEL
- WIRE: AEX OR AVX 0.5 mm^2 

6. DURABILITY 
- LIFETIME: >3,000,000 CYCLES

7. PEDAL FORCE REQUIREMENTS:
- 5LBS TO START MOTION
- 12LBS MAX AT FULL TRAVEL

CONNECTOR 12010717 PINOUT
PIN FUNCTION WIRE COLOR
A APS GROUND WHITE
B APS OUTPUT BLACK
C APS SUPPLY (5V) RED

CONNECTOR 12015793 PINOUT
PIN FUNCTION WIRE COLOR
A IVS SUPPLY (5V) ORANGE
B IVS NC (IDLE) BLUE
C IVS NO (THROTTLE) GREEN

PART #

10469-35P-619C-S1377

UNITS IN millimeter [inch]



 619.00±25
24.370±.984

 

45.0°
INTIAL

POSITION

17.0°
TRAVEL

 250.00
9.843

 

 198.30
7.807

 

DELPHI WEATHER PACK CONNECTOR
CONNECTOR: 1X 12010717
TERMINAL: 3X 12089040
WIRE SEAL: 3X 15324982 OR 15324985PACKARD WEATHER PACK CONNECTOR

CONNECTOR: 1X 12015793
TERMINAL: 3X 12089188

WIRE SEAL: 3X 15324982 OR 15324985

 222.87
8.775

 

 76.69
3.019

 

A

 24.50
.965

 

2X 16.00
.630  24.50

.965
 

 61.00
2.402

 

2X 69.00
2.717

 89.00
3.504

 

 98.00
3.858

 

 50.80
2.000

 2X  10.00 0.394  THRU ALL

4X  9.00 0.354  THRU ALL

 64.00
2.520

 

DETAIL A
SCALE 1 : 1

 Vspan 

77% 2% (3.85 0.10V)

13% 2% (0.65 0.10V)
Vct+(.03*Vspan)

SENSOR ELECTRICAL OUTPUT
FIGURE 1

0%(0V)

100% (5.00v)

IDLE ACTIVE CLOSED

THROTTLE ACTIVE OPEN
IVS NC

0°
IDLE

17°
WOT

IVS NO

Vct+(.10*Vspan)

THROTTLE ACTIVE CLOSED

IDLE ACTIVE OPEN

LOGIC HIGH > 3.80 VDC

LOGIC LOW <0.80 VDC

SPECIFICATIONS:
1. GENERAL REQUIREMENTS 
- IN ACCORDANCE WITH SAE J1843 
- IN ACCORDANCE WITH FMVSS124 

2. ENVIRONMENTAL DATA
- PROTECTIONAL CLASS: IP66
- WORKING TEMPERATURE: -40ºC TO +85ºC 

3. ELECTRICAL DATA 
- INPUT VOLTAGE: 5.0V ±1%
- MAXIMUM VOLTAGE: 16V
- MAXIMUM CURRENT: 10MA
- TOTAL RESISTANCE APS 1: 2.5KΩ ±15%
- INDEPENDANT LINEARITY: ±2%
- SYNCHRONICITY: 1.4%
- OUTPUT SIGNALS: SEE FIGURE 1 MEETS 
CUMMINS AEB 15.59

4. MECHANICAL DATA 
- MAXIMUM LOAD: 160±5 KGF

5. MATERIAL 
- PEDAL: BLACK NYLON 6/6 30% GLASS FILLED
- BOTTOM PLATE: ZINC PLATED STEEL
- WIRE: AEX OR AVX 0.5 mm^2 

6. DURABILITY 
- LIFETIME: >3,000,000 CYCLES

7. PEDAL FORCE REQUIREMENTS:
- 5LBS TO START MOTION
- 12LBS MAX AT FULL TRAVEL

CONNECTOR 12010717 PINOUT
PIN FUNCTION WIRE COLOR
A APS GROUND WHITE
B APS OUTPUT BLACK
C APS SUPPLY (5V) RED

CONNECTOR 12015793 PINOUT
PIN FUNCTION WIRE COLOR
A IVS SUPPLY (5V) ORANGE
B IVS NC (IDLE) BLUE
C IVS NO (THROTTLE) GREEN

PART #

10469-45P-619C-S1377

UNITS IN millimeter [inch]
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